VITAL

ACTIU

® Code: FTM 1007 016

= Description: Desks without and with the front beam. Rectanqular legs and frame




VITAL FEATURES Technical Profile

Single desks

(1) Desk-mounted and Split screens (4) Cable management for individual desks suspended on the frame
(2) Worktops available with different finishes and colours (5) optional accessories held on the frame
(3) Quick and easy assembling system (6) Returns and links

Bench system desks with recessed legs

(1) Quick and easy assembling system (4) Returns and links

(2) Desk-mounted screens (5) Cable management for twin desks (16 cm length)suspended on the frame

(6) Optional accessories held on the frame
(7) Recessed legs

(3) Worktops available with different finishes and colours

VITAL FTM 1010 016



Technical Profile FEATURES VITAL

B FRAME
Manufactured with warm laminated steel profile 1,5 mm thickness, silver coating available in silver RAL9006, chromed and white epoxy finish. Moulded
aluminium connectors and linking devices epoxy finished.

White Black Silver Chromed

Bl SUPPORTS

Legs are available with 3 different supports:

Anti-skid moulded aluminium leveller, height adjustable telescopic system, 6 different positions and 1 anti-skid pad and 65 mm diameter castors with soft
band (2 lockable castors).

Levellers
Hotal height: 74 cm.

18.cm - 6 Positions

Height adjustment Castors
Height: 69-87 cm. Total height: 74 cm.

B EASY ASSEMBLY SYSTEM

Frame has all the components to get an easy assembling and assemble it again in a new work space. Assembling system is quick and very easy, using as less
fittings as possible. Moreover top is fixed to the frame with a click system inserted in the corner brackets.

o 1 v
7 - g
Easy assembling system click! Easy top fixing
B FINISHES
Melamine (25 mm) High Pressure Laminate (25 mm)
00 WHITE 18 MAPLE 16 LIGHT 0AK 12 EM 07 CHESTNUT 13 WALNUT 19 WENGUE 08 BLACK 20 WHITE 28 MAPLE 27 CHESTNUT
Phenolic (13 mm) Glass (5+5 mm laminate/10 mm tempered)
30 WHITE 35 MAPLE 36 CHESTNUT 39 WENGUE 38 BLACK 50 FROSTED 52 WHITE 56 BLUE 59 BLACK
EXTRA CLEAR

(See finishes cards)

B RECESSED LEGS

Twin desks with recessed leg allow having layouts for four or more peaple where the central legs are recessed to provide a free movement.

External legs Integrated electrification Provide better movement External legs Provide better movement
I |_ channel o when using it r _when using it
T || T |
/
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Recessed central legs Recessed central legs
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VITAL COMPLEMENTS Technical Profile

H OPTIONAL COMPLEMENTS

vital frame has been thought to hold all possible complements in an easy way. Some Vital complements could be: suspended pedestals, CPU holders, screens,
electrification channels, cable outlets and so on.

Suspended pedestal Suspended CPU Desk-mounted screens ‘ Suspended modesty panel

B LINKS AND RETURNS

Vital is offering a sellection of corner links and returns allowing the configuration of dynamic work spaces.
The returns are designed whith a linking system which hangs from the beams offering the possibility of
moving and placing it anywhere along the desk.

B STRUCTURE SCREENS

Vital has an own system of structure screens. Directly fixed to the frame to provide stability. Moreover,
these screens have also overead storages as well as shelves to organize a complete workplace(Only for
desks without the full length electrification channel)

M VITAL RECEPTION COUNTER
T |

Vital reception modules can be used in single or bench system 160 cm. MFC 25 mm thickness counter top.
Front pannels available in MFC, steel or glass. Extruded aluminium support to hold the top counter to the
worktop.

VITAL FTM 1010 016



Technical Profile ELECTRIFICATION SYSTEMS VITAL

An intelligent cable management system providing a clever solution for cabling. Massive metal cable tray included to drive cables underneath the desks, with
easy access from the top by flip-back section. Desk mounted screens, lighting and toolbars could be added as well.

(1) Desk-mounted screen

(2) Aluminium beam to support
flip-back section and
accessories

(3) Bracket for accessories fixed
in the frame

(4) Integrated electrification channel

Plastic (1g/cm®) density electrification channel suspended on frame, a cost efficient solution for an optimum cable
management.

Magnetic cable riser kit. Magnetic cable tie to distribute cables on left or right direction.

Sheet metal (large capacity)

Sheet metal channel 0,8 mm to 1 mm thickness lower than the large capacity for double desks wiring and connections. It
provides maximum accessibility, optimising the work surface, allowing for optimal wire management.

Sheet metal (individual desk)

Sheet metal channel 0,7 mm to 1 mm thickness for individual desk wiring and connections. It provides maximum accessibility,
optimising the work surface, allowing for optimal wire management

Metal container 1,2 mm thickness for connections. It provides maximum accessibility, optimising
the work surface. Recommended solution for positions that have several different users.

For Access wiring “W” For Access wiring “Y”

Access wiring “W” Access wiring “Y”

FTM 1010 016 VITAL



VITAL ST FEATURES Technical Profile

(3] (1) Quick and easy top assembling system

(2) Top is fixed to the leg with a screw to avoid the front beam

(3) Tops 25 mm thickness. Different finishes
(a) Optional accessories fixed to the desk frame

(5) Individual electrification channel

W EASY ASSEMBLING SYSTEM

Frame has all the components to get an easy assembling
and assemble it again in a new work space. Assembling
system is quick and very easy, using as less fittings as
possible. Moreover top is fixed to the frame with a click
system inserted in the corner brackets.

kg
click!
Easy assembling system Fasy top fixing
B FRAME H SUPPORTS
Manufactured with warm laminated steel profile 1,5 mm thickness, silver coating Legs availabe with moulded ABS levellers including anti-skid pads

available in silver RAL9006, White epoxy finish. Moulded aluminium connectors
and linking devices epoxy finished.

; ' Levellers

White Silver — Hotal height: 73 cm.

B ELECTRIFICATION SYSTEMS

Sheet metal (individual desk)

Sheet metal channel 0,7 mm to 1 mm thickness
for individual desk wiring and connections. It
provides maximum  accessibility, optimising
the work surface, allowing for optimal wire
management.

Plastic (1g/cm’) density electrification
channel suspended on frame, a cost efficient
solution for an optimum cable management

Electrification channel suspended on the frame

B OPTIONAL COMPLEMENTS B FINISHES

Melamine (25 mm)

White Maple Wengue

CPU holder fixed to the top with a metal (See finishes cards)
plaque directly screwed to CPU.

CPU holder fixed to the top

VITAL FTM 1010 016



Technical Profile

ECODESIGN VITAL

58,31% recyied

materials

94,39% recyclable

materials

CERTIFICATES AND REFERENCES

a4
100% recycable Aluminium
100% recycable Steel
100% recycable Woods

Recycled package and thinner
free 100% recycable carlon

% MATERIALS

VITAL has been designed to be manufactured with
recycled materials 58,31%, danger substances such as
chrome, mercury or cadmium are not used in big quantity.
Recycables Aluminium, Steel and Woods 100%. Organic
volatile Components. Packages manufactured with recycled
carton. Ink thinner free.

PRODUCTION

Energy use is optimized during the production process.
Minimum  environmental impact.  Last  generation
technological system in coating processes. Painting that
have not been used is recovered to use it again. Zero COVs
emissions and other contaminant gas. Close water circuit
to clean the metals. Heat recovery. Automatic manufacture
systems. Cut process is planned.

Lall worn

Optimum packaging to reduce space in transport and save
enerqy.

ﬁ Usk

Long lasting use. Spare parts and replacements available.
Fasy to clean and maintenance.

L\ DISPOSAL

9439% recycable. Easy and quick to split VITAL
components. Packages are reuse by our supplier to avoid
waste generation. Carton used in packages is recyclable.

The different programmes get points in different environmental categories to get the LEED certificate (sustainability, material and resources, water, energy and atmosphere, inner environment quality,

innovation and design).

LW

EFSC “
www.fsc.org P E FC

FScrcrosers PEFC/04-31-0782

The mark of PEFC Cerfificate
responsable forestry

AENOR

@

Ecodisefio

ED-0011/2010

AENOR

Empresa
Registrada % é
ER-0397/2001

EN IS0 14006:2011
ECODESIGN Certificate

UNE-EN 1S0 9001:2008
10 9001 Certificate

UNE-EN IS0 14001:2004

F1by EN 13986 Certificate ACTIU TECHNOLOGICAL PARK
project certified as LEED® GOLD
by U.S. Green Building Council 2011

Leadership in Energy & Environmental Design

FTM 1010 016
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VITAL STANDARDS Technical Profile

B ERGONOMICS

VITAL available for all type of users. Perfect for any need and keep user’s posture in a natural way without any manual adjustment.

B STANDARDS

VITAL has passed tests done in our technical department as well as the tests done in AIDIMA the Technological Institute for furniture. The tests
correspond to UNE standards and office desks:

- UNE: EN 527-1:2003. Office Furniture. Desks. Part 1: Dimensions.

- UNE: EN 527-2:2003. Office Furniture. Desks. Part 2: Mechanical security requirements.

- UNE: EN 527-3:2003. Office Furniture. Desks. Part 3: Test to determine stability and structure resistance.

W ECOLOGY

ENERGY SAVING
The new technological production system included, reduce the energy resources used to manufacture each component. Materials are very well used

to avoid wastes.

RECYCLED AND RECYCABLE MATERIALS
ACTIU environmental policy opts to use recycled materials in those components where functionality and lasting is not a condition. Materials used in

VITAL such as aluminium, steel or wood are totally recyclable.

SUSTAINABLE CERTIFICATE

ACTIU has PEFC and FSC certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN 1SO 14006 certificate.

VITAL FTM 1010 016



Technical Profile REMARKABLE VALUES VITAL

B REMARKABLE VALUES

1 - Legs covered with epoxy coating, bonding 2nd generation polymerized 200°C. Non-greasy treatments and nano-ceramics application to improve
the coating so it becomes more resistance and long-lasting.

2 - Coating 80-90 micron thickness (it could be different as per the project requirements)

This covering guarantees the finish and maintenance of metal structures.

3 - Painting process:

Actiu painting plant has minimum environmental impact against the traditional industry processes.

Treatment is done by polarized coating and compacted with temperature. We get homogeneous and reqular application with 98% of painting
and the remaining 2% is used to produce other paints. Paints used are COVs free(Volatile Organic Components) which are very dangerous for the
environment. All water used in the process is re-used, so we get zero dump. The process is free in heavy metal, phosphate, organic components and
DQD (Biochemical demand of Oxygen). The program gives us an exact control of thickness, so it provides us with standard thickness (80-90 micron).
4 - ACTIU has PEFC and FSC certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN 1SO 14006
certificate.

5 - (Optional) Accessories fixed to the beams, modesty panels, screens or CPU holders.

FTM 1010 016 VITAL



VITAL PLUS - SPINE

ACTIU

= Code: FTM 0313 080

= Description: Das Gestell ist aus 19 mm Melamin hergestellt und weiss lackiert




VITAL PLUS - SPINE

Spine...

Vital Plus-Spine ist ein Modell
welches neue Anforderungen in der
Welt der Installation stellt. Das
Modell beruht auf der Kombination
verschiedener Konzepten in der
Vestellbarkeit der Hohe fir
Einzel- und Doppeltische. Es
bietet eine weite Auswahl an
Oberflachen an, welche es
ermdglichen jedem Nutzer seinen
Arbeitsraum beliebig und fiur ihn
passend zu gestalten.

VITAL PLUS - SPINE

FTM 0313 080



VITAL PLUS - SPINE

FTM 0313 080 VITAL PLUS - SPINE



VITAL PLUS - SPINE

Spine Modelle - Technische Beschreibung

B Generelle Eigenschaften von SPINE MODELLEN

(1) Gestell: Das Gestell ist aus 19 mm Melamin, weiss lackiert. Erhéltlich in zwei Varianten:
- als Einzeleinheit: 180 x 44 x 61 cm - Fach auf einer Seite
- als Doppeleinheit: 180 x 80 x 61 cm - Fach auf zwei Seiten

(@ Ablage: Innere Ablagen 19 mm Melamin, weiss lackiert.

(3) Deckplatte: Deckplatte 25 mm Melamin, mit weichen Kanten fur mehr Sicherheit und Besténdigkeit, lackiert in Weiss oder
Haselnuss, trifft die Anforderungen von Verkratz- und Abnutzungsresistenz.

() Vorderplatte: Spine hat zwei Modelle von umkehrbaren Vorderplatten:
- Schiebetiir aus Melamin 16 mm , Weiss oder Haselnuss lackiert, mit Griff und Schloss
- Registerablage mit Metallrinne 16 mm Vorderplatte, in Weiss oder Haselnuss lackiert, mit Griff und Schloss

(s) Elektrifizierung: Hohles Innere fiir weitgehende Stromzufuhr, zugénglich von oben aus durch die klappen. Mit weissem Epoxy
beschichtet. Immer in beiden Varianten erhéltlich. Schiene fir Trennwande bei der Doppeleinheit.

(6) Fusse: Stahlrohrteil 35 x 35 x und einer weite von 1,5 mm mit einem Planierfluss und Gleitschutz. Es hat ein versetztes mittiges Bein,
welches fur eine erh6hte Stabilitat sorgt.

B Tischflichen

Beschichtetes Melamin von 90 und 120 grs/m2, auf einer Tischoberflache mit ausgearbeiteten Partikeln. PEFC Auszeichnung 16,19 und
25 mm dick. ABS Kanten 2 mm dick, angebracht mit Heissleim. Mit langer Dauerhaftigkeit und 100% recycelbar.

00 White 07 Chestnut

Laminat Hochdruck beschichtetes Laminat, ABS Kanten 2 mm dick. Ist resistent gegen Abnutzung, Verkratzen, Stésse, leicht zu
reinigen.

20 White 27 Chestnut

Phenolharz Kompakte Tischflache 13 mm dick, Hochdrucklaminat mit Phenolharz. Schwarze im Innern und weiss auf der Aussenseite
(graue Schattierung), Wenge. Die dekorativen Hochdrucklaminate (HPL) entsteht aus einer Kombination von Hochdruck 90kg/cm2 und
einer Temperatur von 150 Grad Celcius, in speziellen Pressen, welche Polycondensation vom Harz gewinnen.

30 White 36 Chestnut

VITAL PLUS - SPINE FTM 0313 080



VITAL PLUS - SPINE

Spine Modelle - Technische Beschreibung

B Spine Zubehor fir mehrere Varianten

Das weite Angebot von Vital Plus Spine ermdéglicht eine horizontale Zusammenstellung, welche zu verschiedenen Héhenebenen fiihrt,
dies bieten eine einzigartige Gestaltung eines Arbeitraumes. Die Kombinationen der Schreibtische mit Trennwénden. Spine Varianten

mit oder ohne Trennwédnde und obenliegender Stauraum, entlang mit Ergdnzungselementen, welche uns erméglichen vielseitige und

einheitliche Arbeitsraume zu gestalten.
130cm H H

10em----
07em ™

Desks with dividers on the Spine single or double Module Spine Module with divider but Spine Module with divider and Spine Module with divider and Spine Module Spine Module
table top without Overhead storage Overhead Storage Shelf Overhead Storage with Slots High Pedestal Low Pedestal

@ Trennwéande Serie D50 mit einer Befestigung am Tischbalken fur die Stromdurchgénge, aus Melamin, Glas und
gepolsteter Ausfihrung.

Obenliegender Stauraum: Angebracht an der Variante der Doppeleinheit von Spine. Umgeben von einem Rahmen aus Melamin 19
mm weiss lackiert, mit einer Bedeckung 19 mm Melamin in Weiss oder Haselnuss lackeirt. Die Varianten fir die Doppeleinheit hat zwei

Stahls&ulen 40 x 30 und eine Weite von 3 mm weiss lackiert. (Die obenliegenden Staurdume sind am Ende des Zentralbalkens
angebracht, wo sich auch die Stromdurchgénge befinden.

fur Doppeleinheiten

- Stauraum - Regal 3/3 Facher auf einer Seite

- Stauarum 1/1 Facher auf zwei Seiten

- Stauraum 3/3 Facher auf zwei Seiten

- Stauraum 3/3 mit zwei Schiebetiiren - Facher auf einer Seite

fiir Einzeleinheiten (an der Wand angebracht)

- Stauraum - 3 Einschlibe - Facher auf einer Seite

- Stauraum - 3 Einschlibe mit zwei Schiebetliren - Facher auf einer Seite

(9) Stutzendes Fussgestell: Spine hat 2 unabhéngige stiitzende Fussgestelle welche das Modell erganzen:
- hohe Fussgestelle 61,5 x 44 x 130 cm - Facher auf 1 Seite
- tiefe Fussgestelle 90 x 44 x 61 cm - Fusgestelle auf zwei Seiten

Gestell: Gestell aus 19 mm Melamin gefertigt , weiss lackiert. Regale: Innere Ablagen 19 mm Melamin, weiss lackiert.

Bedeckung: Bedeckung aus 19 oder 25 mm Melamin, mit weichen Kanten fir mehr Sicherheit und Dauerhaftigkeit, in Weiss oder
Haselnuss lackiert, erfillt die Anforderungen von Verkratz- und Abnutzresistenz.

Vorderplatte: Spine hat zwei Modelle von umkehrbaren Vorderplatten:

- Melamintir 16 mm , Weiss oder Haselnuss lackiert, mit Griff und Schloss

- Registerablage mit Metallrinne und Melamin 16 mm Vorderplatte, in Weiss oder Haselnuss lackiert, mit Griff und Schloss

Alternatives Zubehér: Das Modell ermdglicht die Verbindung von doppelten Zusammefligungen der Elemente mit den Varianten, sowie
mit Stromdurchgangen welche liber mehrere Tische und Varianten hinwegreichen kann.

FTM 0313 080 VITAL PLUS - SPINE



VITAL PLUS - SPINE EIGENSCHAFTEN Technisches Profil

B Generelle Eigenschaften von Vital PLUS Tischen mit Stiitzen (nur Planierflisse)

Struktur: VITAL PLUS hat ein astethisches Profil mit einer eckigen Kante 50 mm, aus Blech 1,8 mm dick, mit einer aluminiumisierten
Ausfiihrung und einer weissen Epoxy-Schicht mit Planierfiissen (Héhe verstellbar). Es gibt zwei Arten von Strukturen: mit Beinen

oder geschlossenem Rahmen.

Beine: Wir haben Polypropylene Planierfiisse 12,5 mm hoch mit integrierter Gleitschutzsohle 36 mm. Totale Hohe: 73 cm.

-
50 mm \0_36;
Beingestell geschlossener Rahmen Gefertigt aus warm laminiertem Stahl Planierfusse
1,8 mm dick, weiss lackiert, Epoxy- Héhe: 73 cm

Beschichtung.

Vital Plus Tische mit Stitze fur Spine
Modelle

Struktur: Die Struktur hat zwei Balken mit Stiitzen verankert mit den Tischen, welche das exakte und praktische Anbringen der
Arbeitsflache erméglicht.
Fiisse: Planierfisse mit integrierten Gleitschutzsolen.

‘Tischflachen: Die Arbeitsflachen sind erhaltlich in 25 mm Melamin, 25 mm Laminat und 13 mm Phenolharz

und verschiedenen Lacken.

Table top movement

The sliding system of the table top, incorporates a stop bottom. The displacement of the board is carried out longitudinally, enabling access to the
wiring in the electrification tray from the Spine module.

Trigger locking Longitudinal displacement

—1 I 2
|
1N S— H —
Desks with table top without displacement Desks with moving table tops

VITAL PLUS - SPINE FTM 0313 080



Technical Profile FEATURES VITAL PLUS - SPINE

B GENERAL CHARACTERISTICS OF VITAL PLUS DESKS WITH INDIVIDUAL SUPPORT FOR SPINE MODULES [LEVELER AND HEIGHT ADJUSTMENT)

Structure: VITAL PLUS has an aesthetic profile with an angular edge 50 mm, made of steel sheet decapado 1,8 mm thick, in an aluminized finish and
white with epoxy with levelers and height regulation. There are two types of structures: with legs or closed frame.

Legs: We have two types:
- Polypropylene levelers 12,5 mm height injected with non slip sole 36 mm. Total height 73 cm
- Regulation system for interior sliding profile with 6 positions fixed using an Allen type key. It has levelers with non slip sole. Total height: 65,5 - 83,5 cm

=
™

: 4

= g
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e £
S0mm * 0% ¥ v &

Leg Frame Loop Frame Manufactured with warm laminated steel 1,8 mm thickness.  Levellers Height adjustable
Finish white epoxy finish. Total height: 73 cm Height: 65,5-83,5¢cm

Vital Plus Desks with independent legs with
ground support and blown steel sheet table top

Structure: The structure of desks with 4 independent legs anchored to the floor and the table top, it has a recessed central beam. It incorporates a
safety system situated on the lower part of the table top which allows handling of wiring without risk of accidental crushing.

Feet: Levelers or Height adjustment system with non slip soles.
Table tops: The work surfaces are offered in 25 mm melamine, 25 mm laminate and 13 mm phenolic in different finishes.
Table top movement

The sliding system of the table top, incorporates a stop bottom, conveniently locked and enabling handling by only authorized personnel.The
displacement of the board is carried out Transversal, allowing access to wiring in the tray from electrification of the desk in a simple way.

Security lock Trigger locking Transverse displacement

Desks with table top without displacement Desks with moving table tops

FTM 0313 080 VITAL PLUS - SPINE



CABINET & PEDESTALS FEATURES Technical Profile

B CABINET & PEDESTALS MODULES - TECHNICAL DESCRIPTION

B Cabinet

(D Cabinet made with 19 mm thick melamine sides and top, with veneered and soft edges for saftety and durability, meeting the abrasion and scratch
resistance standards. Base 25 mm thick with feet injected with polystyrene (PS) and leveling.

2 models:

Single Module: Module dimensions 122 x 50 x 61 cm, with an interior support pedestal, accessible from the workspace, and a cabinet with swing
doors or exteriorr lockers.

Double Module: Module dimensions 244 x 50 x 61 cm, with interior support pedestal, accessible from both ends of the workspace and a cabinet with
swing doors or lockers to the exteriorr.

B Pedestals

@ Front drawers and filing drawer made of 16 mm melamine.
2 drawers and filing drawer with total accessibility.
Sheet metal drawers with and pen pot dividers included
Filing drawer with tray and metal frame for hanging A4 folders, papers, letters and legal documents.
Metal bead tracks for total removal.
Cam lock using key to lock and unlock.
Locking system using metal side shutter bolt
Integrated handles, with a leteral recess on the front of the drawers

B Cabinets with swing doors

3 Total surface availablity free of obstacles
16 mm thick melamine back
25 mm thick melamine shelves
Shelf adjustment in different positions each 32 mm
Swing doors made of 16mm thick melamine
Automatic locking hingers and fast assembly, with three dimensional and auto locking adjustment
Silent hingers with amortized closing
Cam lock using key to lock and unlock
Open and close system using a push - pull system
Lock with locking point system

B Cabinets with exteriorr lockers

@ Swing door cabinet with central divion made of 16 mm thick melamine and swing doors with independent locks (2 different locks per cabinet]
Swing doors made of 16 mm thick melamine
Cam lock using key to lock and unlock
Open and close system using a push - pull system
Lock with locking point system or optional encoded lock

VITAL PLUS - SPINE FTM 0313 080



Technical Profile FEATURES CABINET & PEDESTALS

B GENERAL CHARACTERISTICS OF VITAL PLUS DESKS
Structure: VITAL PLUS has an aesthetic profile with an angular edge 50 mm, made of steel sheet decapado 1,8 mm thick, in an aluminized finish and
white with epoxy with levelers and height regulation. There are two types of structures: with legs or closed frame. Legs: Polypropylene levelers 12,5
mm height injected with non slip sole 36 mm. Total height 73 cm.

" " -
N = 2
- -4 - £

J - . . J I E

- - - st
i | - 50 mm W
Leg Frame Loop Frame Manufactured with warm laminated steel 1,8 mm thickness. Finish Levellers
white epoxy finish. Total height: 73 cm

(5) Structure: The structure has 2 beams with support Widthred to the Spine module, which enables accurate and agile fixing of the work surface while
putting up or together and facilitates the movement of the table top.

Feet: Levelers with non slip soles.

Table tops
The work surfaces are offered in 25 mm melamine, 25 mm laminate and 13 mm phenolic in different finishes.

Table top movement
The sliding system of the table top, incorporates a stop bottom.
The displacement of the board is carried out longitudinally, enabling access to the wiring in the electrification tray from the Spine module.

] [ ?

il
\/

Trigger locking Longitudinal displacement

| ]

Desks with table top without displacement Desks with moving table tops

B TABLE SURFACES

Melamine Coated melamine of 90 and 120 grs/m? on a table top of elaborated particles, PEFC certified 16,19 and 25 mm thick. ABS edges 2mm thick,
applied with hot glue and rounded at R = 2 mm. With high durability and 100 % recyclable.

00 White 07 Chestnut
Laminate High Pressure coated laminate on 25 mm thickness chipboard. ABS edges 2 mm thick, applied with hot glue and rounded at R =2 mm. It is

highly resistant to abrasion, scratch and impact and cleans easily.

20 White 27 Chestnut

Phenolic Compact table top 13 mm thick made using high pressure laminate with phenolic resins. Black core and white exterior coating to the double face
(grey shading), wenge, black and weave. The high pressure decorative laminates (HPL), are subjected to a combined action of high pressure 90 kg/cm? and
a temperature of 150 C, in special presses, in which takes polycondensation from resins.

30 White 36 Chestnut

FTM 0313 080 VITAL PLUS - SPINE



VITAL PLUS - SPINE ECODESIGN Technical Profile

% MATERIALS

Vital Plus - Spine has been designed to be manufactured
with recycled materials, danger substances such as
chrome, mercury or cadmium are not used in big quantity.
Recycables Aluminium and Steel 100%. Organic volatile
Components. Packages manufactured with recycled carton.
Ink thinner free.

PRODUCTION

Energy use is optimized during the production process.
- — Minimum  envionmental impact.  Last ~ generation
100% recycable Aluminium  technological system in coating processes. Painting that
100% recycable Steel have not been used is recovered to use it again. Zero COVs
100% recycable Woods emissions and other contaminant gas. Close water circuit
to clean the metals. Heat recovery. Automatic manufacture

systems. Cut process is planned.

Recyclied materials

Ll s

Optimum packaging to reduce space in transport and save

Sl ety

Recycled package and thinner
ﬁ; UsE

free 100% recycable carlon
Long lasting use. Spare parts and replacements available.
Easy to clean and maintenance.

Recyclable materials

Fasy to clean
and maintenance

L\ DISPOSAL

Recycable. Easy and quick to split Vital Plus - Spine
components. Packages are reuse by our supplier to avoid
waste generation. Carton used in packages is recyclable.

CERTIFICATES AND REFERENCES

The different programmes get paints in different environmental categories to get the LEED certificate (sustainability, material and resources, water, energy and atmosphere, inner environment quality,
innovation and design).

: ® q AENOR AENOR

FSC u } Eeodiseio mprese Gestion

www.fsc.org P E FC ED-001172010

Fecrcosere PEFC/04-31-0782 EN IS0 14006:2011 UNE-EN IS0 9001:2008 UNE-EN IS0 14001:2004

The mark of PEFC Cerificate ECODESIGN Certificate 190 9001 Certficate 190 14001 Certficate F1by EN 13986 Certificate ACTIU TECHNOLOGICAL PARK
fz;)restry project certified as LEED® GOLD

by U.S. Green Building Council 2011

Leadership in Energy & Environmental Design

VITAL PLUS - SPINE FTM 0313 080



Technical Profile STANDARDS VITAL PLUS - SPINE

B ERGONOMICS

Vital Plus - Spine available for all type of users. Perfect for any need and keep user’s posture in a natural way without any manual adjustment.

B STANDARDS

Vital Plus - Spine has passed tests done in our technical department as well as the tests done in AIDIMA the Technological Institute for furniture.
The tests correspond to UNE standards and office desks:

- UNE: EN 527-1:2003. Office Furniture. Desks. Part 1: Dimensions.

- UNE: EN 527-2:2003. Office Furniture. Desks. Part 2: Mechanical security requirements.

- UNE: EN 527-3:2003. Office Furniture. Desks. Part 3: Test to determine stability and structure resistance.

B ECOLOGY

ENERGY SAVING
The new technological production system included, reduce the energy resources used to manufacture each component. Materials are very well
used to avoid wastes.

RECYCLED AND RECYCABLE MATERIALS
ACTIU environmental policy opts to use recycled materials in those components where functionality and lasting is not a condition. Materials used
in Vital Plus - Spine such as aluminium, steel or wood are totally recyclable.

SUSTAINABLE CERTIFICATE
ACTIU has PEFC and FSC certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN ISO 14006
certificate.

FTM 0313 080 VITAL PLUS - SPINE



VITAL PLUS - SPINE REMARKABLE VALUES Technical Profile

B REMARKABLE VALUES

1 - Legs covered with epoxy coating, bonding 2nd generation polymerized 200°C. Non-greasy treatments and nano-ceramics application to
improve the coating so it becomes more resistance and long-lasting.

2 - Coating 80-90 micron thickness.

This covering guarantees the finish and maintenance of metal structures.

3 - Painting process:

Actiu painting plant has minimum environmental impact against the traditional industry processes.

Treatment is done by polarized coating and compacted with temperature. We get homogeneous and regular application with 98% of painting and
the remaining 2% is used to produce other paints. Paints used are COVs free(Volatile Organic Components) which are very dangerous for the
environment. All water used in the process is re-used, so we get zero dump. The process is free in heavy metal, phosphate, organic components
and DQD(Biochemical demand of Oxygen). The program gives us an exact control of thickness, so it provides us with standard thickness (80-90
micron].

Antibacterial finish

4 - ACTIU has PEFC and FSC certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN 1SO
14006 certificate.

5 - Optional accessories fixed to the beams, modesty panels, screens, CPU holders or fixed pedestals.

VITAL PLUS - SPINE FTM 0313 080



VITAL PLUS - SPINE

ACTIU

= Code: FTM 0313 080

= Description: Das Gestell ist aus 19 mm Melamin hergestellt und weiss lackiert




VITAL PLUS - SPINE

Spine...

Vital Plus-Spine ist ein Modell
welches neue Anforderungen in der
Welt der Installation stellt. Das
Modell beruht auf der Kombination
verschiedener Konzepten in der
Vestellbarkeit der Hohe fir
Einzel- und Doppeltische. Es
bietet eine weite Auswahl an
Oberflachen an, welche es
ermdglichen jedem Nutzer seinen
Arbeitsraum beliebig und fiur ihn
passend zu gestalten.

VITAL PLUS - SPINE

FTM 0313 080
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VITAL PLUS - SPINE

Spine Modelle - Technische Beschreibung

B Generelle Eigenschaften von SPINE MODELLEN

(1) Gestell: Das Gestell ist aus 19 mm Melamin, weiss lackiert. Erhéltlich in zwei Varianten:
- als Einzeleinheit: 180 x 44 x 61 cm - Fach auf einer Seite
- als Doppeleinheit: 180 x 80 x 61 cm - Fach auf zwei Seiten

(@ Ablage: Innere Ablagen 19 mm Melamin, weiss lackiert.

(3) Deckplatte: Deckplatte 25 mm Melamin, mit weichen Kanten fur mehr Sicherheit und Besténdigkeit, lackiert in Weiss oder
Haselnuss, trifft die Anforderungen von Verkratz- und Abnutzungsresistenz.

() Vorderplatte: Spine hat zwei Modelle von umkehrbaren Vorderplatten:
- Schiebetiir aus Melamin 16 mm , Weiss oder Haselnuss lackiert, mit Griff und Schloss
- Registerablage mit Metallrinne 16 mm Vorderplatte, in Weiss oder Haselnuss lackiert, mit Griff und Schloss

(s) Elektrifizierung: Hohles Innere fiir weitgehende Stromzufuhr, zugénglich von oben aus durch die klappen. Mit weissem Epoxy
beschichtet. Immer in beiden Varianten erhéltlich. Schiene fir Trennwande bei der Doppeleinheit.

(6) Fusse: Stahlrohrteil 35 x 35 x und einer weite von 1,5 mm mit einem Planierfluss und Gleitschutz. Es hat ein versetztes mittiges Bein,
welches fur eine erh6hte Stabilitat sorgt.

B Tischflichen

Beschichtetes Melamin von 90 und 120 grs/m2, auf einer Tischoberflache mit ausgearbeiteten Partikeln. PEFC Auszeichnung 16,19 und
25 mm dick. ABS Kanten 2 mm dick, angebracht mit Heissleim. Mit langer Dauerhaftigkeit und 100% recycelbar.

00 White 07 Chestnut

Laminat Hochdruck beschichtetes Laminat, ABS Kanten 2 mm dick. Ist resistent gegen Abnutzung, Verkratzen, Stésse, leicht zu
reinigen.

20 White 27 Chestnut

Phenolharz Kompakte Tischflache 13 mm dick, Hochdrucklaminat mit Phenolharz. Schwarze im Innern und weiss auf der Aussenseite
(graue Schattierung), Wenge. Die dekorativen Hochdrucklaminate (HPL) entsteht aus einer Kombination von Hochdruck 90kg/cm2 und
einer Temperatur von 150 Grad Celcius, in speziellen Pressen, welche Polycondensation vom Harz gewinnen.

30 White 36 Chestnut

VITAL PLUS - SPINE FTM 0313 080



VITAL PLUS - SPINE

Spine Modelle - Technische Beschreibung

B Spine Zubehor fir mehrere Varianten

Das weite Angebot von Vital Plus Spine ermdéglicht eine horizontale Zusammenstellung, welche zu verschiedenen Héhenebenen fiihrt,
dies bieten eine einzigartige Gestaltung eines Arbeitraumes. Die Kombinationen der Schreibtische mit Trennwénden. Spine Varianten

mit oder ohne Trennwédnde und obenliegender Stauraum, entlang mit Ergdnzungselementen, welche uns erméglichen vielseitige und

einheitliche Arbeitsraume zu gestalten.
130cm H H

10em----
07em ™

Desks with dividers on the Spine single or double Module Spine Module with divider but Spine Module with divider and Spine Module with divider and Spine Module Spine Module
table top without Overhead storage Overhead Storage Shelf Overhead Storage with Slots High Pedestal Low Pedestal

@ Trennwéande Serie D50 mit einer Befestigung am Tischbalken fur die Stromdurchgénge, aus Melamin, Glas und
gepolsteter Ausfihrung.

Obenliegender Stauraum: Angebracht an der Variante der Doppeleinheit von Spine. Umgeben von einem Rahmen aus Melamin 19
mm weiss lackiert, mit einer Bedeckung 19 mm Melamin in Weiss oder Haselnuss lackeirt. Die Varianten fir die Doppeleinheit hat zwei

Stahls&ulen 40 x 30 und eine Weite von 3 mm weiss lackiert. (Die obenliegenden Staurdume sind am Ende des Zentralbalkens
angebracht, wo sich auch die Stromdurchgénge befinden.

fur Doppeleinheiten

- Stauraum - Regal 3/3 Facher auf einer Seite

- Stauarum 1/1 Facher auf zwei Seiten

- Stauraum 3/3 Facher auf zwei Seiten

- Stauraum 3/3 mit zwei Schiebetiiren - Facher auf einer Seite

fiir Einzeleinheiten (an der Wand angebracht)

- Stauraum - 3 Einschlibe - Facher auf einer Seite

- Stauraum - 3 Einschlibe mit zwei Schiebetliren - Facher auf einer Seite

(9) Stutzendes Fussgestell: Spine hat 2 unabhéngige stiitzende Fussgestelle welche das Modell erganzen:
- hohe Fussgestelle 61,5 x 44 x 130 cm - Facher auf 1 Seite
- tiefe Fussgestelle 90 x 44 x 61 cm - Fusgestelle auf zwei Seiten

Gestell: Gestell aus 19 mm Melamin gefertigt , weiss lackiert. Regale: Innere Ablagen 19 mm Melamin, weiss lackiert.

Bedeckung: Bedeckung aus 19 oder 25 mm Melamin, mit weichen Kanten fir mehr Sicherheit und Dauerhaftigkeit, in Weiss oder
Haselnuss lackiert, erfillt die Anforderungen von Verkratz- und Abnutzresistenz.

Vorderplatte: Spine hat zwei Modelle von umkehrbaren Vorderplatten:

- Melamintir 16 mm , Weiss oder Haselnuss lackiert, mit Griff und Schloss

- Registerablage mit Metallrinne und Melamin 16 mm Vorderplatte, in Weiss oder Haselnuss lackiert, mit Griff und Schloss

Alternatives Zubehér: Das Modell ermdglicht die Verbindung von doppelten Zusammefligungen der Elemente mit den Varianten, sowie
mit Stromdurchgangen welche liber mehrere Tische und Varianten hinwegreichen kann.

FTM 0313 080 VITAL PLUS - SPINE



VITAL PLUS - SPINE EIGENSCHAFTEN Technisches Profil

B Generelle Eigenschaften von Vital PLUS Tischen mit Stiitzen (nur Planierflisse)

Struktur: VITAL PLUS hat ein astethisches Profil mit einer eckigen Kante 50 mm, aus Blech 1,8 mm dick, mit einer aluminiumisierten
Ausfiihrung und einer weissen Epoxy-Schicht mit Planierfiissen (Héhe verstellbar). Es gibt zwei Arten von Strukturen: mit Beinen

oder geschlossenem Rahmen.

Beine: Wir haben Polypropylene Planierfiisse 12,5 mm hoch mit integrierter Gleitschutzsohle 36 mm. Totale Hohe: 73 cm.

-
50 mm \0_36;
Beingestell geschlossener Rahmen Gefertigt aus warm laminiertem Stahl Planierfusse
1,8 mm dick, weiss lackiert, Epoxy- Héhe: 73 cm

Beschichtung.

Vital Plus Tische mit Stitze fur Spine
Modelle

Struktur: Die Struktur hat zwei Balken mit Stiitzen verankert mit den Tischen, welche das exakte und praktische Anbringen der
Arbeitsflache erméglicht.
Fiisse: Planierfisse mit integrierten Gleitschutzsolen.

‘Tischflachen: Die Arbeitsflachen sind erhaltlich in 25 mm Melamin, 25 mm Laminat und 13 mm Phenolharz

und verschiedenen Lacken.

Table top movement

The sliding system of the table top, incorporates a stop bottom. The displacement of the board is carried out longitudinally, enabling access to the
wiring in the electrification tray from the Spine module.

Trigger locking Longitudinal displacement

—1 I 2
|
1N S— H —
Desks with table top without displacement Desks with moving table tops

VITAL PLUS - SPINE FTM 0313 080



Technical Profile FEATURES VITAL PLUS - SPINE

B GENERAL CHARACTERISTICS OF VITAL PLUS DESKS WITH INDIVIDUAL SUPPORT FOR SPINE MODULES [LEVELER AND HEIGHT ADJUSTMENT)

Structure: VITAL PLUS has an aesthetic profile with an angular edge 50 mm, made of steel sheet decapado 1,8 mm thick, in an aluminized finish and
white with epoxy with levelers and height regulation. There are two types of structures: with legs or closed frame.

Legs: We have two types:
- Polypropylene levelers 12,5 mm height injected with non slip sole 36 mm. Total height 73 cm
- Regulation system for interior sliding profile with 6 positions fixed using an Allen type key. It has levelers with non slip sole. Total height: 65,5 - 83,5 cm
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Leg Frame Loop Frame Manufactured with warm laminated steel 1,8 mm thickness.  Levellers Height adjustable
Finish white epoxy finish. Total height: 73 cm Height: 65,5-83,5¢cm

Vital Plus Desks with independent legs with
ground support and blown steel sheet table top

Structure: The structure of desks with 4 independent legs anchored to the floor and the table top, it has a recessed central beam. It incorporates a
safety system situated on the lower part of the table top which allows handling of wiring without risk of accidental crushing.

Feet: Levelers or Height adjustment system with non slip soles.
Table tops: The work surfaces are offered in 25 mm melamine, 25 mm laminate and 13 mm phenolic in different finishes.
Table top movement

The sliding system of the table top, incorporates a stop bottom, conveniently locked and enabling handling by only authorized personnel.The
displacement of the board is carried out Transversal, allowing access to wiring in the tray from electrification of the desk in a simple way.

Security lock Trigger locking Transverse displacement

Desks with table top without displacement Desks with moving table tops

FTM 0313 080 VITAL PLUS - SPINE



CABINET & PEDESTALS FEATURES Technical Profile

B CABINET & PEDESTALS MODULES - TECHNICAL DESCRIPTION

B Cabinet

(D Cabinet made with 19 mm thick melamine sides and top, with veneered and soft edges for saftety and durability, meeting the abrasion and scratch
resistance standards. Base 25 mm thick with feet injected with polystyrene (PS) and leveling.

2 models:

Single Module: Module dimensions 122 x 50 x 61 cm, with an interior support pedestal, accessible from the workspace, and a cabinet with swing
doors or exteriorr lockers.

Double Module: Module dimensions 244 x 50 x 61 cm, with interior support pedestal, accessible from both ends of the workspace and a cabinet with
swing doors or lockers to the exteriorr.

B Pedestals

@ Front drawers and filing drawer made of 16 mm melamine.
2 drawers and filing drawer with total accessibility.
Sheet metal drawers with and pen pot dividers included
Filing drawer with tray and metal frame for hanging A4 folders, papers, letters and legal documents.
Metal bead tracks for total removal.
Cam lock using key to lock and unlock.
Locking system using metal side shutter bolt
Integrated handles, with a leteral recess on the front of the drawers

B Cabinets with swing doors

3 Total surface availablity free of obstacles
16 mm thick melamine back
25 mm thick melamine shelves
Shelf adjustment in different positions each 32 mm
Swing doors made of 16mm thick melamine
Automatic locking hingers and fast assembly, with three dimensional and auto locking adjustment
Silent hingers with amortized closing
Cam lock using key to lock and unlock
Open and close system using a push - pull system
Lock with locking point system

B Cabinets with exteriorr lockers

@ Swing door cabinet with central divion made of 16 mm thick melamine and swing doors with independent locks (2 different locks per cabinet]
Swing doors made of 16 mm thick melamine
Cam lock using key to lock and unlock
Open and close system using a push - pull system
Lock with locking point system or optional encoded lock

VITAL PLUS - SPINE FTM 0313 080



Technical Profile FEATURES CABINET & PEDESTALS

B GENERAL CHARACTERISTICS OF VITAL PLUS DESKS
Structure: VITAL PLUS has an aesthetic profile with an angular edge 50 mm, made of steel sheet decapado 1,8 mm thick, in an aluminized finish and
white with epoxy with levelers and height regulation. There are two types of structures: with legs or closed frame. Legs: Polypropylene levelers 12,5
mm height injected with non slip sole 36 mm. Total height 73 cm.
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Leg Frame Loop Frame Manufactured with warm laminated steel 1,8 mm thickness. Finish Levellers
white epoxy finish. Total height: 73 cm

(5) Structure: The structure has 2 beams with support Widthred to the Spine module, which enables accurate and agile fixing of the work surface while
putting up or together and facilitates the movement of the table top.

Feet: Levelers with non slip soles.

Table tops
The work surfaces are offered in 25 mm melamine, 25 mm laminate and 13 mm phenolic in different finishes.

Table top movement
The sliding system of the table top, incorporates a stop bottom.
The displacement of the board is carried out longitudinally, enabling access to the wiring in the electrification tray from the Spine module.

] [ ?

il
\/

Trigger locking Longitudinal displacement

| ]

Desks with table top without displacement Desks with moving table tops

B TABLE SURFACES

Melamine Coated melamine of 90 and 120 grs/m? on a table top of elaborated particles, PEFC certified 16,19 and 25 mm thick. ABS edges 2mm thick,
applied with hot glue and rounded at R = 2 mm. With high durability and 100 % recyclable.

00 White 07 Chestnut
Laminate High Pressure coated laminate on 25 mm thickness chipboard. ABS edges 2 mm thick, applied with hot glue and rounded at R =2 mm. It is

highly resistant to abrasion, scratch and impact and cleans easily.

20 White 27 Chestnut

Phenolic Compact table top 13 mm thick made using high pressure laminate with phenolic resins. Black core and white exterior coating to the double face
(grey shading), wenge, black and weave. The high pressure decorative laminates (HPL), are subjected to a combined action of high pressure 90 kg/cm? and
a temperature of 150 C, in special presses, in which takes polycondensation from resins.

30 White 36 Chestnut
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VITAL PLUS - SPINE ECODESIGN Technical Profile

% MATERIALS

Vital Plus - Spine has been designed to be manufactured
with recycled materials, danger substances such as
chrome, mercury or cadmium are not used in big quantity.
Recycables Aluminium and Steel 100%. Organic volatile
Components. Packages manufactured with recycled carton.
Ink thinner free.

PRODUCTION

Energy use is optimized during the production process.
- — Minimum  envionmental impact.  Last ~ generation
100% recycable Aluminium  technological system in coating processes. Painting that
100% recycable Steel have not been used is recovered to use it again. Zero COVs
100% recycable Woods emissions and other contaminant gas. Close water circuit
to clean the metals. Heat recovery. Automatic manufacture

systems. Cut process is planned.

Recyclied materials

Ll s

Optimum packaging to reduce space in transport and save

Sl ety

Recycled package and thinner
ﬁ; UsE

free 100% recycable carlon
Long lasting use. Spare parts and replacements available.
Easy to clean and maintenance.

Recyclable materials

Fasy to clean
and maintenance

L\ DISPOSAL

Recycable. Easy and quick to split Vital Plus - Spine
components. Packages are reuse by our supplier to avoid
waste generation. Carton used in packages is recyclable.

CERTIFICATES AND REFERENCES

The different programmes get paints in different environmental categories to get the LEED certificate (sustainability, material and resources, water, energy and atmosphere, inner environment quality,
innovation and design).

: ® q AENOR AENOR

FSC u } Eeodiseio mprese Gestion

www.fsc.org P E FC ED-001172010

Fecrcosere PEFC/04-31-0782 EN IS0 14006:2011 UNE-EN IS0 9001:2008 UNE-EN IS0 14001:2004

The mark of PEFC Cerificate ECODESIGN Certificate 190 9001 Certficate 190 14001 Certficate F1by EN 13986 Certificate ACTIU TECHNOLOGICAL PARK
fz;)restry project certified as LEED® GOLD

by U.S. Green Building Council 2011

Leadership in Energy & Environmental Design
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Technical Profile STANDARDS VITAL PLUS - SPINE

B ERGONOMICS

Vital Plus - Spine available for all type of users. Perfect for any need and keep user’s posture in a natural way without any manual adjustment.

B STANDARDS

Vital Plus - Spine has passed tests done in our technical department as well as the tests done in AIDIMA the Technological Institute for furniture.
The tests correspond to UNE standards and office desks:

- UNE: EN 527-1:2003. Office Furniture. Desks. Part 1: Dimensions.

- UNE: EN 527-2:2003. Office Furniture. Desks. Part 2: Mechanical security requirements.

- UNE: EN 527-3:2003. Office Furniture. Desks. Part 3: Test to determine stability and structure resistance.

B ECOLOGY

ENERGY SAVING
The new technological production system included, reduce the energy resources used to manufacture each component. Materials are very well
used to avoid wastes.

RECYCLED AND RECYCABLE MATERIALS
ACTIU environmental policy opts to use recycled materials in those components where functionality and lasting is not a condition. Materials used
in Vital Plus - Spine such as aluminium, steel or wood are totally recyclable.

SUSTAINABLE CERTIFICATE
ACTIU has PEFC and FSC certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN ISO 14006
certificate.

FTM 0313 080 VITAL PLUS - SPINE



VITAL PLUS - SPINE REMARKABLE VALUES Technical Profile

B REMARKABLE VALUES

1 - Legs covered with epoxy coating, bonding 2nd generation polymerized 200°C. Non-greasy treatments and nano-ceramics application to
improve the coating so it becomes more resistance and long-lasting.

2 - Coating 80-90 micron thickness.

This covering guarantees the finish and maintenance of metal structures.

3 - Painting process:

Actiu painting plant has minimum environmental impact against the traditional industry processes.

Treatment is done by polarized coating and compacted with temperature. We get homogeneous and regular application with 98% of painting and
the remaining 2% is used to produce other paints. Paints used are COVs free(Volatile Organic Components) which are very dangerous for the
environment. All water used in the process is re-used, so we get zero dump. The process is free in heavy metal, phosphate, organic components
and DQD(Biochemical demand of Oxygen). The program gives us an exact control of thickness, so it provides us with standard thickness (80-90
micron].

Antibacterial finish

4 - ACTIU has PEFC and FSC certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN 1SO
14006 certificate.

5 - Optional accessories fixed to the beams, modesty panels, screens, CPU holders or fixed pedestals.

VITAL PLUS - SPINE FTM 0313 080



