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SPLIT SCREENS FEATURES Technical Profile

Split is a screen system to respond to current
market trends of having flat monitors and 3rd
level accessories on the screen. The aluminium
frame provides stability and higher privacy,
combining hi-tech materials: aluminium, acrylic,
MFC and choice of fabrics.
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B FINISHES
SINGLE SCREEN
Boards MFC (22 mm) Boards MFC (22 mm) MFC (16mm) + 2 foamized lays (3+3) + Fabric 1,5 mm = 23,5 mm Acrylic (8 mm)
White Silver ; Fabric T Frosted

DOUBLE SCREEN (Include fixing strips)
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Acrylic. Frosted (8 mm) Acrylic. Frosted (8 mm) Acrylic. Frosted (8 mm)
Silver MFC (22 mm) White MFC (22 mm) Fabric T (MFC (16mm) + 2 foamized lays (3+3) + Fabric 1,5 mm = 23,5 mm)

(See finishes cards)

H MULTI TOOL RAIL BAR SYSTEM

These screens are full length providing a higher privacy. On the multi tool rail can be used for 3rd level accessories which complement your workstation.

Frame finish:

(1) Extruded aluminium profile in silver or white finishes.
(2) Moulded aluminium corner brackets silver epoxi finish
@ Panels available in MFC (panel), choice of fabrics (panel) and 5 mm frosted acrylic

@ Extruded multi tool rail to hang 3rd level accessories

B CHOICE OF TOOL RAILS STYLES

Plastic
Accessories

Metal
Accessories

N
Index: Flat /JE‘\\ ‘
screen clamp [

One top tool rail Five top tool rails One top tool rail and
2 mid tool rails
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Technical Profile

FEATURES SPLIT SCREENS

B PROGRAM AND SIZES

Desk top screens (41 cm height) - single screen

- Single top tool rail

+ Multi top tool rail

Desk top screens (57 cm height) - double screen

137,5-15715-171)5

41 } 39

e [
Silver Fabric T
|:| Boards |:| Acrylic

White Frosted

137,5-1575-1775

- Single top tool rail and double mid tool rail 57 S5 Gilver MFC White MFC Fabric T
Acrylic Frosted Acrylic Frosted  Acrylic Frosted
Silver MFC White MFC Fabric T
Desk & modesty panel screens (74 cm height) - single screen
- Single top tool rail
140 - 160 - 180

+ Multi top tool rail
Y

l
P e [
Silver Fabric T
Boards |:| Acrylic
38 White Frosted

Floor standing screens « screen with castors - (110 cm height) - Panel simple

- Single top tool rail

29

+ Multi top tool rail
Y

- Floor standing screens

140 - 160 - 180

]39
- |:| BoardsSilver |:|
110 Fabric T
|:| BoardsWhite |:| Acrylic
Frosted

« Screen with castors

140-160 - 180

A
e [
10 Silver Fabric T

|:| Boards |:| Acrylic
White Frosted
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SPLIT SCREENS

A
3]

o o Detail of the screen for the acoustic isolation with a latex layer
3 mm thick

@ Extruded aluminum profile (Upper profile with top tool rail for mounting accessories from 3rd level).
@ Chipboard 22 mm thickness.

(3) Decorative fabric using water based glue.
- The possibility of optional fire retardant fabric for projects.
- The possibility of optional noise insulation with 3mm thickness latex for projects.

(4) Extruded aluminum enclosure side.

(5) Cast Aluminum connections from the sceen to the end.

Mounting system:
Actiu dividers are provided totally assembled.
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(1) Guided connections.
@ Lock rivet.

@ Juntion threaded for lower connections.
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SPLIT SCREENS WITH CASTORS Technical Profile
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Technical Profile FEATURES SPLIT SCREENS

SPLIT screens with castors is a versatile complement
for any program, easy to move. Provides privacy in fix
or hot workplaces, meeting rooms or passing areas.

B FINISHES
Boards MFC (22 mm) Boards MFC (22 mm) MFC (16mm) + 2 foamized lays (3+3) + Fabric 1,5 mm = 23,5 mm Acrylic (8 mm)
White Silver Fabric T Frosted

(See finishes cards)

B MULTI TOOL RAIL BAR SYSTEM
These screens are full length providing a higher privacy. On the multi tool rail can be used for 3rd level accessories which complement your workstation.

@ @ Frame finish:

@ @ Extruded aluminium profile in silver or white finishes.
@ @ Moulded aluminium corner brackets silver epoxi finish

@ @ Panels available in MFC (panel), choice of fabrics (panel) and 5 mm frosted

@ acrylic
@ Extruded multi tool rail to hang 3rd level accessories

@

B CHOICE OF TOOL RAILS STYLES

Plastic
Accessories

Metal
Accessories

Index: Flat JE‘\\\
screen clamp L

One top tool rail Five top tool rails

B PROGRAM AND SIZES
Screen with castors - (110 ¢m height) - Panel simple

* Multi top tool rail - Screen with castors

140 - 160 - 180

I
Sl e [
110 Silver Fabric T

|:| Boards |:| Acrylic
White Frosted
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SPLIT SCREENS BRACKET

Technical Profile

B PROGRAM: VITAL

Split desktop screens
Front side assemble

Split screen & modesty panel - 74 cm
Front side assemble

Split floor standing screen - 110 cm
Front side assemble

Ee— |

Vital
Individual desks

Fixing Low  Fixing Sup.

Fixing Low  Fixing Sup.

Vital
Twin desks

Vital
Twin desks Electrificacion

END FIXING
BEAM EXTREME
ACCESSORIES

B FITTING MATERIAL: Brackets (plane pieces) B, Steel 5 mm thickness and Pieces C, moulded aluminium. Piece A is made of Polyamide

B PROGRAM: VITAL PLUS

Split desktop screens
Front side assemble

I

Vital Plus
Individual desks

© || ©
BLO |©

Vital Plus
Progressive desks

Fixing Center
Fixing left

o o Fixing right
© 5 ©
B

Vital Plus
Twin desks

© ©
© ©
o/ B l®

M FITTING MATERIAL: Brackets (plane pieces), Steel 5 mm thickness and volume pieces are made of moulded aluminium.

SPLIT SCREENS
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Technical Profile

BRACKET SPLIT SCREENS

B PROGRAM: COOL

Split desktop screens
Front side assemble

COOL E100
Individual desks

2¢

COOL E100
Twin desks

T

COOL R200 - €400 - C500
Individual desks

COOL R200 - C400 - C500
Twin desks

= g

M FITTING MATERIAL: Brackets (plane pieces) B, Steel 5 mm thickness and Pieces C, moulded aluminium

B PROGRAM: TRAMA

TRAMA
Individual desks

TRAMA
Twin desks

B PROGRAM: ARKITEK

Split desktop screens
Front side assemble

ARKITEK
Individual desks

ARKITEK
Twin desks

END FIXING
E % BEAM EXTREME
ACCESSORIES
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SPLIT SCREENS ECODESIGN Technical Profile

% MATERIALS

SPLIT SCREENS has been designed to be manufactured with
recycled materials 384,96%, danger substances such as
chrome, mercury or cadmium are not used in big quantity.
Recycables Aluminium, Steel and Woods 100%. Organic
volatile Components. Packages manufactured with recycled
carton. Ink thinner free.

84,96% recyclied
materials
@ dﬁ PRODUCTION
Energy use is optimized during the production process.
L

e —— Minimum  environmental impact.  Last  generation

1009% recycable Aluminium technological system in coating processes. Painting that
100% recycable Steel have not been used is recovered to use it again. Zero COVs
100% recycable Woods emissions and other contaminant gas. Close water circuit

to clean the metals. Heat recovery. Automatic manufacture
systems. Cut process is planned.

H QA.»D TRANSPORT
Optimum packaging to reduce space in transport and save

N energ.

Recycled package and thinner
B

free 100% recycable carlon
Long lasting use. Spare parts and replacements available.
Easy to clean Easy to clean and maintenance.

@ and maintenance

95,85% recyclable

materials

L\ DISPOSAL

95,85% recycable. Easy and quick to split SPLIT SCREENS
components. Packages are reuse by our supplier to avoid
waste generation. Carton used in packages is recyclable.

CERTIFICATES AND REFERENCES

The different programmes get points in different environmental cateqories to get the LEED certificate (sustainability, material and resources, water, energy and atmosphere, inner environment quality,
innovation and design).

AENOR AENOR AENOR

J : :® I | a T Net
u 69 E wml:Net g 69 mbEiNet o
FSC . Ecodisefio E‘S‘Qiiiiaﬂa w g:ﬂ}]n‘;"cal W
www.fsc.org P E FC ED-001172010 ER-0972001 GA-20030202,

FSC® C106678

PEFC/04-31-0782 EN ISO 14006:2011 UNE-EN ISO 9001:2008 UNE-EN ISO 14001:2004
The mark of PEFC Cerfificate ECODESIGN Certificate 190 9001 Certficate 190 14001 Certficate F1by EN 13986 Certificate ACTIU TECHNOLOGICAL PARK
fc?restry project certified as LEED® GOLD

by U.S. Green Building Council 2011

Leadership in Energy & Environmental Design

SPLIT SCREENS FTD 1010 054



Technical Profile REMARKABLE VALUES SPLIT SCREENS

B REMARKABLE VALUES

1 - Legs covered with epoxy coating, bonding 2nd generation polymerized 200°C. Non-greasy treatments and nano-ceramics application to
improve the coating so it becomes more resistance and long-lasting.

2 - Coating 80-90 micron thickness (it could be different as per the project requirements)

This covering quarantees the finish and maintenance of metal structures.

Antibacterial finish (Optional).

3 - Painting process:

Actiu painting plant has minimum environmental impact against the traditional industry processes.

Treatment is done by polarized coating and compacted with temperature.

We get homogeneous and reqular application with 98% of painting and the remaining 2% is used to produce other paints. Paints used are COVs
free (Volatile Organic Components) which are very dangerous for the environment.

All water used in the process is re-used, so we get zero dump.

The process is free in heavy metal, phosphate, organic components and DQD (Biochemical demand of Oxygen).

The necessary hydrogen to cut the metal is generated in the cutting plant just before use it:

Important energy saving

We do not transport or store gas.

4 - Optional accessories fixed to the beams, modesty panels, screens, CPU holders or fixed pedestals....

5 - ACTIU has PEFC y FSC, certificate to proof that the wood used in our products comes from sustainable exploitations and ECODESIGN 1SO 14006

certificate.
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